Joint de dilatation vertical sismique
VEDA FRANCE Seismic vertical expansion joint

Joints batiment - Building joints

Series JDV 4.02

Joint de dilatation tout aluminium N ]

Profilé encastré
pour fagades, murs et plafonds. Embedded profile
Solution esthétique pour tous types de
batiments : gares, aéroports, centres
commerciaux, etc.

All - Aluminium expansion joint for
facades, walls and ceilings. Aesthetic
solution for any kind of building : train
stations, airports, malls, efc.

JDV 4.02

By "

77707

I

Plat

Ref. JDV 4.02 4.02-040  4.02-050  4.02-060  4.02-080

4.02-100  4.02-120

W [mm] Ouverture jusqu’a /
Gap up to

4.02-150

4.02-180

4.02-200

H [mm] Hauteur / Height

S [mm)] approx. 141 160 323

424

Mouvements admissibles [mm] +25/ 25 +40 / -40 +78/-78
Movement capacity [mm]

+100/-100

Matériau / Material Aluminium

Longueur standard [ml]

Standard length [Im] 3

Autres ouvertures et mouvements sur demande / Addifional gaps and movements upon request.
Vidéo d'installation et fiche de pose disponibles sur demande. / Installation video and installation instruction upon request.
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| Joint de dilatation vertical sismique
VEDA FRANCE Seismic vertical expansion joint

Joints batiment - Building joints

Series JDV 4.02 A

Joint de dilatation tout aluminium pour fagades, N ]

. . Profilé encastré
murs et plafonds. Solution esthétique pour tous Embedded profie
types de batiments : gares, aéroports, centres
commerciaux, etc.

All Aluminium expansion joint for facades, walls
and ceilings. Aesthetic solution for any kind of
building : train stations, airports, malls, efc.

JDV 4.02 A

Angle

Ref. JDV 4.02 A 4.02-040A 4.02-050A 4.02-060A 4.02-080A 4.02100A 4.02120A 4.02-150 A 4.02-180 A  4.02-200 A

W [mm] Ouverture jusqu’a /
Gap up to

H [mm] Hauteur / Height

S = B [mm] approx. 221

Mouvements admissibles [mm]

Movement capacity [mm] +20/-20 +40/-40 +50/-50
Matériau / Material Aluminium
Longueur standard [ml] 3

Standard length [Im]

Autres ouvertures et mouvements sur demande / Additional gaps and movements upon request.
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