| Juntas de fraccionamiento de pavimiento
ys?ﬂ ffgﬂ_ll}lc_e_ t Control joint
foimts batiment- Bulldng Joints Colocacion pegada / For adhesive affixed tiles

Serie JF 600

Juntas de fraccionamiento de pavimento concebidas para impedir
las irregularidades (desprendimientos, fisuras) que pueden produ-
cirse cuando los revestimientos de suelo son instalados en superfi-
cies extensas sin juntas.

Son utilizadas para fraccionar los revestimientos de suelo pegados
de altura < 15 mm tales como baldosas, ceramica, piedra natural,
etc...

Los JF600 son fabricados en PVC coextrudido, con una parte exte-
rior de PVC rigido y una parte central de PVC flexible que permite
absorber las dilataciones de los materiales.

Los JF600 estan disponibles en varias alturas para adaptarse
correctamente al revestimiento de suelo instalado.

Series Control joints for floors made to prevent the malfunctions
(cracks, debonding) that systematically occur when flooring systems
are installed in large areas without joints.

They are used to partition glued floors £ 15 mm such as tiles,
ceramic, natural stone, etfc.

Series JF 600 control joints are made of coextruded PVC, with
rigid PVC external sides and a flexible PVC internal core which
compresses during movement.
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Ref. JF 600 JF 600/1 JF 600/2
H [mm] altura / Depth [mm] 8/10/12,5/15

S [mm] aprox. 8
B [mm] aprox. 20 55
Movimient'os admisibles M [mm] /-1
Accomodation of movement M [mm]
Color del inserto / Insert color Gris* | Grey*
Material / Material PVC/PVC
Longitud estandar [ml] / Standard length [Im] 2,50

*Otros colores bajo solicitud. / Other colours upon request
Los productos de mantenimiento no deben contener &cido clorhidrico o fluorhidrico y no deben ser abrasivos.
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